
The RM5 HD sets a new benchmark in coin validation, combining speed, precision, and durability. Its five sensors and ten 

recognition parameters detect coins at up to 6 coins per second.

• High Discrimination System: Evaluates 10 different 
parameters including frequency, dimensions and phase

• 5-Sensor Technology: 3 inductive sensors, 1 optical 
sensor and 1 magnetic sensor

• High-Speed Validation: Processes up to 6 coins per 
second

• Universal Compatibility: Works with all coin sorters on 
the market

• Anti-fraud Protection:  Electronic anti-fishing device, coin 
movement direction detection, 3 mechanical traps, and 
wire cutting blade

• Status Indicator: Integrated LED

Features

RM5 HD Coin Mechanism
High Discrimination System for Fast Coin Validation

Tools 

• MultiConfig: Software Program designed for 
configuration via PC, available at suzohapp.com.

• Virtual Dip Switch: On-site configuration device.
• PC Programming Kit: Includes coin validator 

support, test box, power supply, interface cable and 
MultiConfig software.

Optional Accessories 

• Validator Adaptor: Converts  from 3½” to 5” 
• Front Plates: Models mod. F1 (60x118 mm) and 

F6 (60x152 mm) 

• Coin Funnels: Available heights 9, 16 and 25 mm 
• RM5 HD PC Kit: Includes coin validator support, test 

box, power supply, interface cable and MultiConfig
software



Size (L x H x W) 99 x 102 x 55.5 mm 

Weight 200 g

Power Supply 12 ÷ 24 ( ±10%) Vdc 

Current Consumption 
Standby: max 70mA 

During acceptance: max 400mA 

Operating Temperature 

Standard version: 0 °C ÷ 55 °C - 10% ÷ 75% Humidity (non-
condensing) 

Tropicalized version:  -25 °C ÷ 70 °C 

Accepted Coins 

Ø 16 ÷ 27 mm; max thickness 2.4 mm (Standard) 

Ø 16 ÷ 31.5 mm; max thickness 3.4 mm (with acceptance channel: 
4.5 mm) 

Acceptance Speed (without sorter) Up to 6 coins per second 

Acceptance Rate 
95% +  First insertion 
98% +  Second insertion 

MTBF (Mean Time Between Failure) Approx. 170,000 hours at 25°C 

MCBF (Mean Cycles Between Failures) 1,000,000 
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Available Versions
• USB 
• Parallel Validator 
• Parallel Validator with sorter 
• Spain mode validator 
• Binary Validator 
• Confida Binary Validator 
• Credit pulse emission totaliser
• Credit pulse emission totaliser with sorter control 
• ccTalk Giochi Italia 
• ccTalk Full

Available in USB version and in a tropicalized variant for use in 
environments exposed to adverse weather conditions.

Mechanical Configurations 

The RM5 HD is available in two variants, each featuring a
distinct coin acceptance channel:
• Version A: Optimised for Euro coins (max Ø 27 mm,

thickness 2.4 mm)
•   Version  B:  Accepts coins up to Ø 31.5 mm, thickness 3.2 mm

Available in four models to suit various installations.

Model Coin Entry Coin Reject

F Top or Front Front

V Top Front

B Top or Front Bottom / Left

G Top Bottom / Right

Technical Specifications
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